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 KRAIBURG USM
Insulation and protection mat for rail constructions. This mat is for reduction of structure borne sound, acoustic emission and shock absorption. The lifetime of the ballast can be extended through less and better balanced load.

Manufacturer: 

Gummiwerk KRAIBURG RELASTEC GmbH 

Fuchsbergerstr.4, D-29410 Salzwedel, 

Tel. +49/8683-701 142, Fax +49/8683-701 4 142
Material:

Special mixture of recycled rubber granulate, cellular rubber and PU foam with a PU elastomer bonding agent.
Delivery: rolls
Thickness (±1.0mm)/Width (±1.5%)/Length (±1.5%):

1.25/6,00 m (for 10 and 15mm)

1.25/4,00 m (for 20 and 23mm)

Physical Characteristics:

tensile strength: approx. 0.25 N/mm²  (EN ISO 1798)

elongation at break: approx.. 50%      (EN ISO 1798)

service temperature range: - 30°C to + 80°C

flammability rating: Efl  (EN 13501-1)

Stat. bedding modulus: 0.016 N/mm³ with 3x 15mm

Dyn. stiffness: 0.03 N/mm³ with 3x 15mm at 20Hz

Properties:
resistance to moisture absorption and rot degradation, no stiffening after 10 million load changes
Installation:
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 KRAIBURG USM installation instructions.

m² [image: image3.jpg]DAMTEC®



 KRAIBURG USM 

Sub ballast mat made of recycled rubber granules, shrank in PE membrane, on pallets to be supplied and installed.

Manufacturer: Gummiwerk KRAIBURG RELASTEC GmbH
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 KRAIBURG USM

Thickness: ______ mm; 

Cstat: ______ N/mm³

Cdyn: ______ N/mm³

Installation has to be in accordance with installation instructions of manufacturer.
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 KRAIBURG USM as side mat

height ____ mm, thickness ____ mm for decoupling the edges on pallets to be supplied and installed.

(for installation under ballast and mass spring system)

Rolls to glue tape over the joints of sub ballast mat with special tape after choice of the offerer.

Tape, Type ____________________________________

(in acc. with manufacturer's recommendations)

Optional position under ballast:

m² geotextile weight: ____ g 

After installation of sub ballast mat cover it with suitable geotextile overlapping after choice of the offerer:
Geotextile, Type _______________________________

(in acc. with manufacturer's recommendations)
Optional position in mass spring system:
m² PE membrane Thickness: ____ mm 

After installation of sub ballast mat cover it with suitable PE membrane overlapping (e.g. PE 0.2 mm) after choice of the offerer:
PE membrane, Type ____________________________

(in acc. with manufacturer's recommendations)
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 KRAIBURG USM 10mm
Sub ballast mat made of recycled rubber granules, shrank in PE membrane, on pallets to be supplied and installed.

Manufacturer: Gummiwerk KRAIBURG RELASTEC GmbH
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 KRAIBURG USM

Application:

Axle loads < 25to, v > 200km/h

Cstat: > 0.10N/mm³

Weight: approx. 6.5 kg/m²

Installation has to be in accordance with installation instructions of manufacturer.
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 KRAIBURG USM 15mm
Sub ballast mat made of recycled rubber granules, shrank in PE membrane, on pallets to be supplied and installed.

Manufacturer: Gummiwerk KRAIBURG RELASTEC GmbH
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 KRAIBURG USM

Application:

Axle loads < 25to, 120km/h < v < 200km/h

Cstat: > 0.05N/mm³

Weight: approx. 9.75 kg/m²

Installation has to be in accordance with installation instructions of manufacturer.
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 KRAIBURG USM 20mm
Sub ballast mat made of recycled rubber granules, shrank in PE membrane, on pallets to be supplied and installed.

Manufacturer: Gummiwerk KRAIBURG RELASTEC GmbH
Product: [image: image11.jpg]DAMTEC®



 KRAIBURG USM

Application:

Axle loads < 25to, v < 120km/h

Cstat: > 0.035N/mm³

Weight: approx. 13 kg/m²

Installation has to be in accordance with installation instructions of manufacturer.
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 KRAIBURG USM 2x 15mm
Sub ballast mat made of recycled rubber granules, shrank in PE membrane, on pallets to be supplied and installed.

Manufacturer: Gummiwerk KRAIBURG RELASTEC GmbH
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 KRAIBURG USM

Application:

Axle loads < 16to, v < 120km/h

Cstat: > 0.024N/mm³

Weight: approx. 19.5 kg/m²

Installation has to be in accordance with installation instructions of manufacturer.
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 KRAIBURG USM 3x 15mm
Sub ballast mat made of recycled rubber granules, shrank in PE membrane, on pallets to be supplied and installed.

Manufacturer: Gummiwerk KRAIBURG RELASTEC GmbH
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 KRAIBURG USM

Application:

Axle loads < 16to, v < 120km/h

Cstat: > 0.016N/mm³

Weight: approx. 29.25 kg/m²

Installation has to be in accordance with installation instructions of manufacturer.

Materials: ________________________________
Labour:     ________________________________
	
	
	
	


DISCLAIMER:

The information provided is intended only as a summary and general overview on matters of interest. The information is not intended to be comprehensive nor does it constitute expert advice. KRAIBURG RELASTEC shall not be liable for incidental and/or consequential damages directly or indirectly sustained, nor any loss caused by not complying with relevant industry/product standards and improper use of any Damtec® products. Due to varying construction methods, any other circumstances not stated above should be brought to the attention of KRAIBURG RELASTEC for review. For suitability to the prevailing site conditions, it is advised that certified testing should be conducted. It is recommended to seek further advice on your application with our technical staff prior to use.

The tender specification is not subject to any change service! All information is without guarantee.
Latest version of this document available on www.kraiburg-relastec.com/damtec
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